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Environmental Protection Agency § 60.334

gigajoules per hour (10 million Btu/
hour) when fired with natural gas are
exempt from paragraph (a)(2) of this
section when being fired with an emer-
gency fuel.

(l) Regenerative cycle gas turbines
with a heat input less than or equal to
107.2 gigajoules per hour (100 million
Btu/hour) are exempt from paragraph
(a) of this section.

[44 FR 52798, Sept. 10, 1979, as amended at 47
FR 3770, Jan. 27, 1982]

§ 60.333 Standard for sulfur dioxide.

On and after the date on which the
performance test required to be con-
ducted by § 60.8 is completed, every
owner or operator subject to the provi-
sion of this subpart shall comply with
one or the other of the following condi-
tions:

(a) No owner or operator subject to
the provisions of this subpart shall
cause to be discharged into the atmos-
phere from any stationary gas turbine
any gases which contain sulfur dioxide
in excess of 0.015 percent by volume at
15 percent oxygen and on a dry basis.

(b) No owner or operator subject to
the provisions of this subpart shall
burn in any stationary gas turbine any
fuel which contains sulfur in excess of
0.8 percent by weight.

[44 FR 52798, Sept. 10, 1979]

§ 60.334 Monitoring of operations.

(a) The owner or operator of any sta-
tionary gas turbine subject to the pro-
visions of this subpart and using water
injection to control NOx emissions
shall install and operate a continuous
monitoring system to monitor and
record the fuel consumption and the
ratio of water to fuel being fired in the
turbine. This system shall be accurate
to within ±5.0 percent and shall be ap-
proved by the Administrator.

(b) The owner or operator of any sta-
tionary gas turbine subject to the pro-
visions of this subpart shall monitor
sulfur content and nitrogen content of
the fuel being fired in the turbine. The
frequency of determination of these
values shall be as follows:

(1) If the turbine is supplied its fuel
from a bulk storage tank, the values
shall be determined on each occasion

that fuel is transferred to the storage
tank from any other source.

(2) If the turbine is supplied its fuel
without intermediate bulk storage the
values shall be determined and re-
corded daily. Owners, operators or fuel
vendors may develop custom schedules
for determination of the values based
on the design and operation of the af-
fected facility and the characteristics
of the fuel supply. These custom sched-
ules shall be substantiated with data
and must be approved by the Adminis-
trator before they can be used to com-
ply with paragraph (b) of this section.

(c) For the purpose of reports re-
quired under § 60.7(c), periods of excess
emissions that shall be reported are de-
fined as follows:

(1) Nitrogen oxides. Any one-hour pe-
riod during which the average water-
to-fuel ratio, as measured by the con-
tinuous monitoring system, falls below
the water-to-fuel ratio determined to
demonstrate compliance with § 60.332
by the performance test required in
§ 60.8 or any period during which the
fuel-bound nitrogen of the fuel is great-
er than the maximum nitrogen content
allowed by the fuel-bound nitrogen al-
lowance used during the performance
test required in § 60.8. Each report shall
include the average water-to-fuel ratio,
average fuel consumption, ambient
conditions, gas turbine load, and nitro-
gen content of the fuel during the pe-
riod of excess emissions, and the
graphs or figures developed under
§ 60.335(a).

(2) Sulfur dioxide. Any daily period
during which the sulfur content of the
fuel being fired in the gas turbine ex-
ceeds 0.8 percent.

(3) Ice fog. Each period during which
an exemption provided in § 60.332(g) is
in effect shall be reported in writing to
the Administrator quarterly. For each
period the ambient conditions existing
during the period, the date and time
the air pollution control system was
deactivated, and the date and time the
air pollution control system was reac-
tivated shall be reported. All quarterly
reports shall be postmarked by the 30th
day following the end of each calendar
quarter.

(4) Emergency fuel. Each period during
which an exemption provided in
§ 60.332(k) is in effect shall be included
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